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ESTIMATED BUILDING 
FOOTPRINT (FROM OS 
INFORMATION - NOT 
SURVEYED)

BLUE DOTTED LINES DENOTES FOOTPRINTS OF 
APPROVED OUTLINE APPLICATION 11/00138/RENBLACK DOTTED LINE DENOTES FOOTPRINT OF 

EXISTING BUNGALOW PROPOSED FOR DEMOLITION

GRAVEL PATH

exist drive 

edge retained 

in this location

BIN STORE
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EXISTING LEVELS UNCHANGED SHOWN IN BLACK TEXT

PROPOSED LEVELS SHOWN IN RED TEXT

EXISTING LEVELS TO BE ALTERED (RAISED/LOWERED) SHOWN IN 
BLACK TEXT WITH CROSS THROUGH

NO NEW PLANTING PROPOSED OTHER THAN 2NO 
TREES AND LAWN SEED, AS SHOWN 

GENERAL NOTES

NO TREE, PLANT OR POND REMOVALS PROPOSED

CEDAR 

GATE 

WITHIN 

FENCE

ELECTRICITY 
SUB-STATION - 
NOT WITHIN 
APPLICATION 
SITE

CEDAR 

GATE 

WITHIN 

FENCE

RENDERED DWARF WALL WITH SLATTED 

CEDAR SCREEN OVER TO 1.6M OVER

SLATTED CEDAR SCREEN OVER TO 1.6M 

T1,T2 ETC

HARD LANDSCAPING SCHEDULE 
DRIVES 
WEARING COURSE - 35-50 COTSWOLD STONE CHIPPINGS + FINES, LAID ON
BINDER COURSE - 50 DENSE BITUMENT MACADAM BINDER, LAID ON
SUB BASE - 150 CRUSHED ROCK (TYPE 1 GRANULAR MATERIAL M.O.T) 
BETWEEN 75 FIBRE REINFORCED PALE GREY CONCRETE PADS WITH 
SMOOTH FINISH, LAID ON HARDCORE

DRIVE EDGING
RECLAIMED 100 X 100 GRANITE SETS, STACK-BONDED, SET IN ST1 
CONCRETE BASE WITH SIDE HAUNCHING  

TERRACING,STEPS,PATHS
RIVEN SLATE TILES 
600 X 300 X 2JOINT IN STRETCHER BOND FORMATION 
http://www.mandarinstone.com/product/_/297/amazon-riven-slate-tile/?cid=9

SITE PREPARATION AND EARTHWORKS
ALL EXISTING/RETAINED TREES/VEGETATION TO BE PROTECTED FROM 
DAMAGE.

GENERALLY ALL EARTHWORKS TO BE IN ACCORDANCE WITH BS4428 
'GENERAL LANDSCAPE OPERATIONS'

GROUND PROFILES TO BE LEFT WITH SMOOTHLY FLOWING 
CONTOURS,FREE FROM LOCALISED DEPRESSIONS,HIGH SPOTS AND 
ABRUPT ANGLES.

CULTIVATE TOPSOIL AND PRODUCE AN EVEN SURFACE FREE FROM LUMPS 
AND CLODS. 
CULTIVATION SHALL BE TO A MINIMUM DEPTH OF:
PLANTED AREAS: 450MM
NATIVE TRANSPLANT AREAS: 350MM
GRASS AREAS: 150MM

ALSO REFER TO ARBORICULTURAL SURVEY ANS THIS TO TAKE PRECEDENT

LANDSCAPING SCHEDULE/SPECIFICATION
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NEW/PROPOSED TREE
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PRECEDENT FOR FRONT SCREEN AND HARDSTANDING


